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World Class Server Platforms

Intel® Xeon® E-2100 Processor
Thunder & Tempest Platforms
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WS BoardEmbedded WS BoardEmbedded 

S5550
Tempest CX

GT24E-B5556
Thunder CX

Single-socket server motherboard for 
appliances deployment

Embedded & workstation motherboard supports 
both server/client processors

Single-socket server motherboard for storage 
server applications

Processor

Chipset

Memory

Expansion

Storage

Network

Video

Audio
Management
Form Factor

Standard Model PCH SATA GbE Audio Video
S5550GM2NR C242 6 2 - 1 VGA
S5550GM4NR C242 6 4 - 1 VGA
S5550AGM2NR-EX C246 6 2 Yes 1 VGA + 2 DP
S5550AGM4NR-EX C246 6 4 Yes 1 VGA + 2 DP

‧ASPEED AST2500 Integrated Graphics
‧Intel® Processor Graphics (pGfx) (-EX SKU)
‧HD Audio 2.1 (Realtek ALC892-CG)
‧iBMC w/ iKVM
‧Micro ATX

‧

‧

(1) Intel® Xeon® E-2100 series processor or
(1) 8th Gen. Intel® Core i3 processor, Intel® Celeron processor G4900 
series, or Intel® Pentium Gold processor G5000 series

‧Intel® C242 PCH
‧Intel® C246 PCH (-EX SKU)

‧(4) DDR4 DIMM slots

‧(1) PCIe x16 slot (w/ x8 link)
‧(1) PCIe x8 slot (w/ x8 link)
‧(1) PCIe x8 slot (w/ x2 link) or (1) PCIe x8 slot (w/ x4 link) (-EX SKU)

‧(6) SATA 6Gb/s (Intel® RSTe)
‧(8) SATA 6Gb/s (Intel® RSTe) (-EX SKU)
‧(2) 1000Base-T ports (2x Intel® i210-AT) (-2N SKU)
‧(4) 1000Base-T ports (4x Intel® i210-AT) (-4N SKU)
‧(1) 1000Base-T port dedicate for IPMI (Realtek RTL8211E)

1U1S server platform designed for cloud 
gaming applications

Model Number
Enclosure Form Factor

Supported CPU

Chipset
CPU Interconnect
Number of DIMM Slot
Memory Type
(max. capacity)
Storage Controller
RAID Support
Networking
PCI Expansion Slots
Power Supply

Standard Model # Storage Bay # PCIe slots Networking
B5556G24EV4HR-2T-G
(5 system fans)

(4) hot-swap 3.5" +
(2) int. 2.5" 

(SAS/SATA only)

(1) PCIe x16 / (2) PCIe x8 +
(1) PCIe x4

(2) 10GBase-T +
(1) 1000Base-T (IPMI)

B5556G24EV4HR-2T-N
(6 system fans)

(4) hot-swap 3.5" +
(2) int. 2.5" 

(SAS/SATA only)

(1) PCIe x16 / (2) PCIe x8 +
(1) PCIe x4

(2) 10GBase-T +
(1) 1000Base-T (IPMI)

(1) PCIe x16 or (2) PCIe x8 + (1) PCIe x4 slot
(1+1) 650W RPSU

-
4

Follow latest Intel® Xeon® E-2100 Processor Platform DDR4 Memory POR*
*: Actual memory speed depends on populated CPU models

Intel® C242 PCH  (SATA 6Gb/s)

RAID 0, 1, 5, 10 (Intel® RSTe) 
(2) 10GbE + (1) IPMI

IntelIntel® C242 PCH

GT24E-B5556
1U (25.4" in depth)

(1) Intel® Xeon® E-2100 series processor, 8th Gen. Intel® Core i3 processor, 
Intel® Celeron G4900 Series Processor or Intel® Pentium Processor G5000 Series

S5552
Tempest CX

S5555
Tempest EX

Processor

Chipset

Memory

Expansion

Storage

Network

Video

Management

Form Factor

Standard Model PCH SAS SATA GbE Video
S5552GM2NR C242 - 6 2 1 VGA
S5552GM4NR C242 - 6 4 1 VGA
S5552WGM4NR C242 12G IOC 6 4 1 VGA
S5552WGM4NR-EX C246 12G IOC 6 4 1 VGA + 1 DP

‧ASPEED AST2500 Integrated Graphics
‧Intel® Processor Graphics(pGFX) (-EX SKU)

‧iBMC w/ iKVM

‧ATX

‧

‧

(1) Intel® Xeon® E-2100 series processor or
(1) 8th Gen. Intel® Core i3 processor, Intel® Celeron processor G4900 
series, or Intel® Pentium Gold processor G5000 series

‧Intel® C242 PCH
‧Intel® C246 PCH (-EX SKU)
‧(4) DDR4 DIMM slots
‧(1) PCIe x16 slot (w/ x8 link)‧(2) PCIe x1 slots‧(1) PCI slot (-EX SKU)
‧(1) PCIe x8 slot (w/ x2 link) or (1) PCIe x8 slot (w/ x4 link)
‧(6) SATA 6Gb/s (Intel® RSTe) ‧(8) SATA 6Gb/s (Intel® RSTe) (-EX SKU)
‧(8) SAS 12Gb/s (Broadcom Integrated RAID) (-W SKU)

‧(2) 1000Base-T ports (2x Intel® i210-AT) (-2N SKU) 

‧(4) 1000Base-T ports (4x Intel® i210-AT) (-4N SKU)
‧(1) 1000Base-T port dedicate for IPMI (Realtek RTL8211E)

Processor

Chipset

Memory

Expansion

Storage

Network

Video

Audio

Form Factor

Standard Model PCH M.2 7-yr. Supply GbE Video
S5555AG2NR Q370 Yes - 2 1 DVI-D + 2 DP
S5555AG2NR-EX Q370 Yes Yes 2 1 DVI-D + 2 DP
S5555AG2NR-HE C246 Yes - 2 1 DVI-D + 2 DP

‧Intel® Processor Graphics (pGFX)

‧HD Audio 7.1 (Realtek ALC892-CG)

‧Micro ATX

‧

‧

(1) 8th Gen. Intel® Core i3 processor, Intel® Celeron processor G4900 series,
 or Intel® Pentium Gold processor G5000 series
(1) Intel® Xeon® E-2100 series processor (-HE SKU)

‧Intel ® Q370 PCH
‧Intel® C246 PCH (-HE SKU)
‧(4) DDR4 DIMM slots

‧(1) PCIe x16 slot
‧(2) PCIe x8 slots (w/ x4 link)

‧(6) SATA 6Gb/s (Intel ® RST)
‧(1) NVMe M.2 (2280/2242) slot

‧(2) 1000Base-T ports (Intel® i210-AT & Intel ® i219-LM)


